


Technical Standard CETESB P4.261 (2014)




Societal risk

Capitulo 3: Identificacdo de pergos &
consolidagfio das hipileses acidentais

(") E necessano realizar
o EAR?

Capitulo 4: Programa de
Gerenciamento de Risco (FGR)

Capitule 4: Estimativa efeitos fisicos e
avahagio de vulnerabiidade
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Societal risk

Capitulo 4: Estimativa dos efeitos fisicos e
avalingio de vuinerabilidade

(") E necessario astimar
o risco?

Capitule &: Programa de
Gerenciamento de Risco (PGR)

Capitulo B: Estimativa de frequéncias

v

Capitulo 6: Estimativa e avaliagio de risco

Anexos




Societal risk

Capitulo 6: Estimativa ¢ avaliagio de risco

Capitulo 7: Proposicéo de
medidas

Medidas necessarias para
reduzir o risco?

Capitulo 8: Programa de Gerenciamento de
Risco (PGR)

Accumulated frequency (fyear)

w0 1000 nms

Number of deaths

Environmental risk




Environmental risk

MM A

Mimkmiris da Mo Amisiesns
Racurin

Durstsns ds Livvscinmants Ambiantal
Conrdenagia Ceral de Pearides ¢ G

TERMO DE REFERENCIA
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TERMO DE REFERENCIA PARA FLABORACAO DO
ESTUDO DE IMPACTO AMBIENTAL - EIA E RESPECTIVO
RELATORIO DE IMPACTO AMBIENTAL - RIMA PARA A
ATIVIDADE DE PERFURACAQ MARITIMA DE POCOS

Technical Guidance IBAMA

a2

Analise ¢ Gerenciaments de Risca

11121 - Deserigho das Insealagdes
122 = Andlise Histérica de Acidentes Ambsentais
IL.12.3 = Identificaghe dos Cendrios acidentais
mi23l Avalingdo das Frequéncias de Ocoméncia dos Cendrios
Acidentais
IL12.4 - Avaliagdo das Consequéncias

IL12.4.1 - Modelagem da Dispersiio de dleo

24z Anilise de  Vuloerabilidade ¢ Identificagho  dos
Componentes com Valor Anbiental

M.12.5 - Cileulo dos Rascos Ambientars

M.12.6 - Relagho Tempo de Recuperagho Tempa de Ocorréncia

IL12.7 = Revisdo do Estudo de Andlise de Riscos

.12, - Plano de Gerenciamwento de Riscos

Environmental risk
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Environmental risk

T1.12 — Analise e Gerenciamento de Risco
I.12.1 — Deserigio das Instalagdes

IM.12.2  Analise Histérica de Acidentes Ambientais

I1.12.3 — Identificagio dos Cenartos acidentals I

Acidentais

IM.12.3.1 — Avaliagao das Frequéncias de Ocorréncia dos Cendrios

I1.12.4  Avaliagdo das Consequéncias

I1.12.4.1 — Modelagem da Dispersio de dleo

Componentes com Valor Ambiental

M1242 - Analise de Vulnerabilidade ¢ Identificagao

dos

II.12.5  Caleulo dos Riscos Ambientais
I1.12.6 — Relagdo Tempo de Recuperagio Tempo de Ocorréncia
I1.12.7 — Revisdo do Estudo de Anidlise de Riscos

11.12.8 — Plano de Gerenciamento de Riscos

Environmental risk
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Valued ecosystem components (VEC)

Acceptance criteria can be based on the principle that the restitution time (duration)
after environmental damage should be insignificant in relation to the anticipated
frequency of incidents causing such damage.

Frequency estimation:
Foy=1x10°/ano Py oy =10%  Fuecp | oy = 1,0 X10” /ano

Recurrence time ¢y | ¢, = 100.000 years

Restitution time g5 () | ¢, = 10GrgeES'S
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Acceptance criteria can be based on the principle that the restitution time (duration)
after environmental damage should be insignificant in relation to the anticipated
frequency of incidents causing such damage.

sach compan

must define for itself what is to be considered insignificant in this
ample,[be one or five per cent of the period in a long time
frame (such as a century). The frequency of environmental damage with a duration of

more than 10 years, for instance, must be less than 1x10°* if the environment is to be
unaffected for 99 per cent of the time.

Thank you!

alvaro.souza@obriens.com.br




